
Board grades were simulated using the Mondi Performance simulation tool | * Assuming 1 m box perimeter | B flute

WHITE TOP TESTLINER 140 gsm

WHITE TOP TESTLINER 140 gsm
RECYCLED FLUTING 125 gsm

TOPWHITE 110 gsm

TOPWHITE 110 gsm
RECYCLED FLUTING 125 gsm

fresh fibre
100%100%

recycled

KraftTop White

110 - 130 g/m2

available

sustainable by design

learn more

100% › recyclable
› responsibly sourced100% › fresh fibre top ply

› recycled bottom ply

Alternative
The ideal 
White Top Testliner

better  
performance

reduced 
emissions

material savings
less transport weight 

- 13.3%
board weight

+ 1.2% ECT

+ 0.6% BCT

lower cost per m2 better performance



ProVantage Topwhite delivers up to a

without compromising SCT values *

ProVantage Topwhite offers

ProVantage
Topwhite

25% substance reduction 

High quality print results benefits:

* Grammage reduction estimated based on paper’s SCTcd values | White Top Testliner (grade C) was taken as a reference

According to CEPI grade definition. All data points reflect CEPI minimum requirements
Source: "European list of corrugated base papers", CEPI Containerboard, year 2022

Look for FSC ® certified products
Look for PEFC certified products

Typical White Top Testliner

ProVantage Topwhite

White Top Testliner, C quality

White Top Testliner, B quality

ProVantage Topwhite
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Mondi
Marxergasse 4A | 1030 Vienna | Austria
T +43 (0)1 790 13 - 0
info.cb@mondigroup.com
mondigroup.com/containerboard

PEFC/06-33-366

Promoting
Sustainable Forest
Management

www.pefc.org

›	Less dusting due to
	 virgin fibres

›	No surface 
	 contaminations from 
	 recycled fibres

›	Excellent formation 
	 and low surface 
	 roughness

69% 74%70% 80%

White Top Testliner, A quality


